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Ground Extinguishing Lance / 
STUBBSLÄCKARE

Effektivt tillbehör för eftersläckning och begränsning vid brand 
i skog och mark. Robust utförande, försedd med kraftigt vred 
för reglering av vattenflödet. Ansluts enkelt med klokoppling.

Röret är försett med åtta små hål som sprider vattnet åt sidorna 
samt en spets som driver vattnet neråt. Spetsen kan enkelt tagas 
bort för att underlätta rensning av röret.

Spettet är speciellt framtaget för att på ett effektivt sätt med låg 
vattenförbrukning underlätta arbetet vid skogsbränder. En stor 
del av arbetet har även lagts vid att minimera vikten på spettet 
då den ofta används i oländig terräng. 

Produktdata 
Längd:    1.30 m  
Vikt:    0.95 kg 
Vattenflöde:   20 l/min vid 5 bar

The Ground Extinguishing Lance is a highly efficient device for 
tackling the threat of recurrent ignitions following the fighting 
of forest fire.

The device is quickly and simply connected with a claw coupling 
and has eight small holes for side-distribution of water as well 
as one hole in the tip to force the water downwards. The tip can 
easily be removed to ease cleaning of the pipe.

The Ground Extinguishing Lance is specially designed as a 
lightweight, efficient, simple-to-install fire fighting system 
which benefits from low water consumption and, as such, is 
highly suitable for use in remote and harsh woodland terrain.

Characteristics 
Length:   1.30 meter 
Weight:   0.95 kg 
Water flow:  20 lit/minute at 5 bar


