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SPRINKLER

A highly efficient device for tackling the threat of recurrent 
ignitions following the fighting of forest fire.

The sprinkler is equipped with two claw couplings and has an 
integrated connection which allows for the serial connection of 
multiple additional sprinklers.

The sprinkler is specially designed as a lightweight, efficient, 
simple-to-install fire fighting system which benefits from low 
water consumption and, as such, is highly suitable for use in 
remote and harsh woodland terrain.

Characteristics 
Length:			   1.25 meter 
Weight:			   1.7 kg 
Water flow:		  20 lit/minute at 5 bar 
Distribution area:		 20-25 meters diameter

Effektivt tillbehör för eftersläckning och begränsning vid brand 
i skog och mark. 

Spridaren är försedd med två klokopplingar och har en 
genomgående anslutning för möjlighet till seriekoppling av flera 
spridare. 

Spridaren är speciellt framtagen för att på ett effektivt sätt med 
låg vattenförbrukning underlätta arbetet vid skogsbränder. En 
stor del av arbetet har även lagts vid att minimera vikten då den 
ofta används i oländig terräng. 

Produktdata 
Längd: 			   1.25 m 
Vikt: 			   1.7 kg 
Vattenflöde:		  20 l/min vid 5 bar 
Spridningsyta:		  20-25 m i diameter


